
Le
ga

l n
oti

ce
s

W
AR

RA
N

TY
 A

N
D 

LI
AB

IL
IT

Y

Ex
cl

us
io

n 
of

 w
ar

ra
nt

y
N

o 
w

ar
ra

nt
y 

cla
im

s w
ill

 b
e 

ac
ce

pt
ed

 fo
r d

am
ag

es
 

ca
us

ed
 b

y 
ha

nd
lin

g,
 o

pe
ra

tio
n 

or
 a

cti
on

s t
ha

t 
ar

e 
no

t d
es

cr
ib

ed
 in

 th
is 

m
an

ua
l. 

Da
m

ag
es

 
ar

ise
n 

fr
om

 th
e 

fo
llo

w
in

g 
ev

en
ts

 a
re

 n
ot

 c
ov

er
ed

 
by

 th
e 

w
ar

ra
nt

y:
• 

O
ve

rv
ol

ta
ge

 o
n 

th
e 

de
vi

ce
.

• 
Li

qu
id

 in
 th

e 
de

vi
ce

 o
r o

xi
da

tio
n 

du
e 

to
 

co
nd

en
sa

tio
n.

• 
Da

m
ag

e 
re

su
lti

ng
 fr

om
 a

 fa
ll o

r a
 m

ec
ha

ni
ca

l 
sh

oc
k.

• 
M

od
ifi

ca
tio

ns
 ca

rr
ie

d 
ou

t w
ith

ou
t t

he
 e

xp
lic

it 
au

th
or

iza
tio

n 
of

 S
tu

de
r I

nn
ot

ec
 S

A.
• 

N
ut

s o
r s

cr
ew

s p
ar

tia
lly

 o
r i

ns
uffi

ci
en

tly
 

tig
ht

en
ed

 d
ur

in
g 

in
st

al
la

tio
n 

or
 m

ai
nt

en
an

ce
.

• 
Da

m
ag

e 
du

e 
to

 a
tm

os
ph

er
ic

 o
ve

rv
ol

ta
ge

 
(li

gh
tn

in
g)

.
• 

Da
m

ag
e 

du
e 

to
 tr

an
sp

or
t o

r i
na

pp
ro

pr
ia

te
 

pa
ck

ag
in

g.
• 

Di
sa

pp
ea

ra
nc

e 
of

 o
rig

in
al

 id
en

tifi
ca

tio
n 

m
ar

ks
.

Di
sc

la
im

er
 o

f l
ia

bi
lit

y
In

st
al

la
tio

n,
 co

m
m

iss
io

ni
ng

, u
se

 a
nd

 m
ai

nt
en

an
ce

 
of

 th
is 

de
vi

ce
 c

an
no

t b
e 

su
pe

rv
ise

d 
by

 S
tu

de
r  

In
no

te
c 

SA
. F

or
 th

is 
re

as
on

, w
e 

do
 n

ot
 a

cc
ep

t 
an

y 
lia

bi
lit

y 
fo

r d
am

ag
es

, c
os

ts
 o

r l
os

se
s g

en
er

at
ed

 
ei

th
er

 b
y 

an
 in

st
al

la
tio

n 
th

at
 is

 n
ot

 c
on

fo
rm

in
g 

to
 th

e 
pr

es
cr

ip
tio

ns
, b

y 
a 

de
fe

cti
ve

 o
pe

ra
tio

n 
or

 
by

 p
oo

r m
ai

nt
en

an
ce

. T
he

 u
se

 o
f t

hi
s d

ev
ic

e 
is 

un
de

r t
he

 re
sp

on
sib

ili
ty

 o
f t

he
 e

nd
-u

se
r. 

Th
is 

 
de

vi
ce

 is
 n

ei
th

er
 d

es
ig

ne
d 

no
r g

ua
ra

nt
ee

d 
fo

r 
th

e 
su

pp
ly

 o
f l

ife
 su

pp
or

t a
pp

lic
ati

on
s o

r a
ny

 
ot

he
r c

riti
ca

l a
pp

lic
ati

on
 w

ith
 p

ot
en

tia
l r

isk
s f

or
 

hu
m

an
 b

ei
ng

s o
r f

or
 th

e 
en

vi
ro

nm
en

t. 
W

e 
sh

al
l 

as
su

m
e 

no
 li

ab
ili

ty
 fo

r p
at

en
t i

nf
rin

ge
m

en
t o

r 
ot

he
r t

hi
rd

 p
ar

ty
 ri

gh
ts

 in
vo

lv
ed

 in
 th

e 
us

e 
of

 
th

is 
de

vi
ce

.
Co

m
pa

tib
ili

ty
St

ud
er

 In
no

te
c 

SA
 g

ua
ra

nt
ee

s t
he

 c
om

pa
tib

ili
ty

 
of

 th
e 

so
ftw

ar
e 

up
da

te
s w

ith
 th

e 
ha

rd
w

ar
e 

fo
r 

on
e 

ye
ar

, s
ta

rti
ng

 fr
om

 th
e 

da
te

 o
f p

ur
ch

as
e.

 T
he

 
up

da
te

s a
re

 n
o 

lo
ng

er
 g

ua
ra

nt
ee

d 
be

yo
nd

 th
is 

da
te

 a
nd

 a
 h

ar
dw

ar
e 

up
gr

ad
e 

m
ay

 b
e 

re
qu

ire
d.

 
Pl

ea
se

 c
on

ta
ct

 y
ou

r r
es

el
le

r f
or

 a
ny

 a
dd

iti
on

al
 

in
fo

rm
ati

on
 o

n 
co

m
pa

tib
ili

ty
.

LED states
LAN

 gatew
ay LEDs

LED 
nam

e
LED 

colour
State

Indication

Ready

Red
Alw

ays O
n

Pow
er is on and the N

Port is booting up.

Blinking
Indicates an IP conflict, or DHCP or BOOTP server is not responding properly.

Green
Alw

ays O
n

Pow
er is on and the N

Port is functioning norm
ally.

Blinking
The NPort has been located by the NPort Adm

inistrator’s Location function.

-
O

ff
Pow

er is off, or a pow
er error.

Link

O
range

Alw
ays O

n
10 M

bps Ethernet connection.

Green
Alw

ays O
n

100 M
bps Ethernet connection.

-
O

ff
Ethernet cable is disconnected.

Tx/Rx

O
range

Alw
ays O

n
Serial port is receiving data.

Green
Alw

ays O
n

Serial port is transm
itti

ng data.

-
O

ff
N

o data is being transm
itted or received through the serial port.

Xcom
-232i LED

LED 
colour

State
Indication

Red

Blinks
(Ton = 50 %

 | Toff = 50 %
)

U
pdating process. During the Xcom

-232i updating process (after inser-
tion of a M

icroSD card containing the updates), the signalisation LED 
blinks in red w

ith a cyclical ratio of 50 %
.

Alw
ays on

Error during update or back up of the data logger.  If the Xcom
-232i 

detects an error, the signalisation LED is continuously red.

Blinks 
(Ton = 10 %

 | Toff = 90 %
)

M
icroSD card full. If the Xcom

-232i detects that the M
icroSD card is full, 

the signalisation LED blinks in red w
ith a cyclical ratio of 10 %

 .

Green

Alw
ays on

Data logging. W
hen the data logging function is activated, the signalisa-

tion LED is green.

Blinks continuously
(Ton = 20 %

 | Toff = 80 %
)

Com
m

unication (via RS-232 connection). W
hen the com

m
unication 

via the RS-232 connection is active, the signalisation LED blinks in green 
w

ith a cyclical ratio of 20 %
.

Blinks 2x
In operation. The signalisation LED blinks in green tw

ice w
hen the Xcom

-
232i is in operation and none of the above m

entioned states is indicated.

O
range

O
n 1.5s

Insertion of the SD card. W
hen inserting an SD card, the signalisation 

LED is both red and green sim
ultaneously for 1.5 second.

If several of the three states indicated by the red LED light occur sim
ultaneously, they w

ill be displayed in 
the follow

ing priority order:
• 

U
pdate processing

• 
Error during updating

• 
M

icroSD card full
If the tw

o states indicated by the green LED light occur sim
ultaneously, the signal indicating com

m
unication 

via RS-232 connection is reversed (Ton=80%
 |Toff=20%

). 

FAQ
Xcom

-LAN

I don’t have a DHCP server in m
y net-

w
ork. W

hat should I do?
By default, the Xcom

-LAN
 is in DHCP/

BO
O

TP m
ode. You can set a static IP ad-

dress by accessing the gatew
ay.

1. 
O

pen your brow
ser

2. 
Enter the default IP address in the ad-
dress bar (indicated on the back of the 
gatew

ay)
3. 

Enter 
the 

passw
ord 

(default 
pass-

w
ord: xcom

lan)
4. 

Click on "N
etw

ork Setti
ngs" in the 

navigation bar
5. 

Change IP configuration from
 "DHCP/

BO
O

TP" to "Static"
6. 

Set IP address, netm
ask, gatew

ay and 
DN

S server
7. 

Click on "Subm
it"

8. 
Click on "Save/Restart"

M
y Xcom

-LAN
 is connected to a com

pany 
netw

ork. W
hat should I do?

The TCP port 83 m
ay be blocked due 

to security setti
ngs. Please change the  

outbound rule for this port.

M
y Xcom

-LAN
 is w

ell-configured and con-
nects to the server, but I can’t register it 
w

ith the given G
U

ID. W
hat should I do?

Check the M
oxa’s TX counter (see M

oxa 
w

eb interface -> m
onitor -> Async -> TxCnt). 

If this counter is at zero, the Xcom
’s TX line 

is dam
aged and m

ust be replaced. Please 
contact 

the 
Studer 

Innotec 
support 

in  
order to replace your set. 

Xcom
-portal

I can’t register m
y new

 installation. W
hat 

should I do?
To register a new

 installation, the installa-
tion needs to be:
1. 

Configured correctly and in accord-
ance w

ith the user m
anual.

2. 
Have been connected to the server at 
least once.

In order to validate that the installation 
has been correctly configured, the Xcom

 
system

 info (available on the RCC connect-
ed to the system

) should indicate either 
Xcom

-LAN
 (for an installation w

ith Xcom
  -

LAN
) or Xcom

-GSM
 (for an installation w

ith 
Xcom

-GSM
).

To validate that the connection w
ith the 

installation is w
ell established, control that 

the RCC displays the m
essage "Server con-

nected" w
hen turning on the installation.

There are no datalogger files in the Data-
logger tab. W

hat should I do?
If the installation is new

 and the M
icro SD 

card of the Xcom
-LAN

/-GSM
 is em

pty, it is 
norm

al that there are no files on the server.

To activate the autom
atic recovery of the 

Datalogger:
1. 

The Xcom
-LAN

/-GSM
 needs to have 

a softw
are version higher than 1.5.36

2. 
The datalogger needs to be activated 
on the Xcom

-LAN
/-GSM

 (the green 
LED should be continuously lit).

3. 
The Xcom

-LAN
/-GSM

 needs to have a 
m

icro SD card inserted continuously Re
m

ot
e 

co
m

m
un
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at

io
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se
t f

or
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a. Connect the Ethernet  
cable between the  
Ethernet gateway and 
the router

 

b. Connect the serial cable 
between the Ethernet 
gateway and the  
Xcom-232i

c. Connect the power 
supply cable between the 
Ethernet gateway and 
the Xcom-232i

 
d. Connect the communi-

cation cable between 
the Xcom-232i and the 
Xtender system

Contents of the Xcom-LAN  
remote communication set

Micro SD card  
with adapter

Router

How to configure and to install the Xcom-LAN

Insert the Micro SD card  
into the computer 

Additional items needed

Communication cable, 
2m

2x 2 DIN rail clips  
and screws
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2_
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7.

1.

2.

Mounting plate for 
the Xcom-232i

Computer or 
mobile phone

15:4515:45

Xcom-232i Ethernet gateway

Serial cable, 0.25m

Ethernet cable, 3m

Insert the Micro SD card into the Xcom-232i

Xcom connects to the server

Remove the SD card 
from the PC and insert 
it into the Xcom-232i. 
The setup process will 
start automatically 
and normally takes 1 
second. 

When the LED stops 
blinking red, the setup 
is finished.

ATTENTION! 
The Xcom-232i needs to be powered during the setup pro-
cess. Otherwise, the configuration will not be taken into 
account.

After the parameters are set and applied, the Xcom–LAN 
will automatically connect to the server and send a con-
firmation message to the RCC. If there is no message, the 
Xcom is not connected to the server. Use the FAQ of this 
Quick guide to see what could have gone wrong.

10.

11.

Mount the different products 
within the Studer system3.

The products should be mounted on a 
smooth surface. 

The distance between the Xcom-232i and 
the Studer system should not exceed 10 
meters.
The distance between the Xcom-232i and 
the Ethernet gateway should not exceed 
0.25 m.
All cables you need are provided in the set.

ATTENTION! 
The metallic casing of the Ethernet gateway 
is connected to the negative battery pole. 
Therefore it is necessary to isolate its casing 
from any metallic surface.

Wiring

Set the terminations

4.

5.
It is very important to set the terminations correctly for the functionning of the system. 

With one device in the system the termination on the Studer device should be put to T as in "Termi-
nated". With more than one device in the system all Studer devices should be put to O as in "Open" 
apart from the devices at the end of the communication chain. These devices should be put to T 
as in "Terminated".

The termination switch next to the two RJ45 connectors on the Xcom-232i must be set in position T.

Run the Xcom-configurator8.

Choose "LAN" as Xcom mode. No other parameters are re-
quired. The gateway is already configured. Press "Generate" 
to save the parameter settings. A window will automatically 
confirm the successful file generation.

Take note of your GUID file

Close the message box and a text file with your identifier 
(GUID) will appear. This file is saved on your "Desktop" or in 
"My documents". The unique identifier (GUID) is required to 
link your installation with your account on the Xcom portal. 
Keep it safe.

9.

Turn on the power6.

The Xcom-LAN is successfully  
installed! 
Register the installation at: https://xcom.studer-innotec.com in 
order to control it remotely with the Xcom-LAN.

a

b

c d

Power supply cable 
RJ45-Jack, 0.5m

Internet access

Pads


